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PC Board Layout

NOTES:

Electrical

Switching Rating (Switching) :25mA 24VDC
Switching Rating (Non-Switching) : 100mA 50VDC
Contact Resistance(Initial):50Milliohms Max
Contact Resistance(After test):100Milliohms Max
Insulation Resistance:100Megohms Min@500VDC
Dielectric Withstanding Voltage:500V AC(for 1 minute)
Capacitance Between Adjacent Switches:5PF Max
Operation Temperature:-25C"+70°C

Storage Temperature:-40°C +85°C

Mechanical

Contact Material:Alloy Copper

Contact Plating:Au or Sn Over Ni
Base:Engineering Plastics, Black
Cover:Engineering Plastics

Button:Engineering Plastics, White

Operation Force:800g Max

Stroke:2. 00mm

Electrical Life:2000 Cycles
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Position (Contact Plating)( Color
G0=Gold Flash Insulator
G1=3u” Gold B=Black
G2=5u" Gold U=Blue
G3=10u” Gold R=Red
G4=15u” Gold

Position DIM”A”
2P 6. 54
3p 9.08
4P 11. 62 G5=30u” Gold
5P 14. 16 S0=GoldFlash/Tin
6P 16. 70 S1=3u” ooHQ“qw:

S2=5u” Gold/Tin
s 19, 24 $3=10u” Gold/Tin
8P 21.78 S4=15u" Gold/Tin
9p 24. 32 $5-30u” Gold/Tin
10P 26. 88

\SN=Tin )
12P 31.94
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