
连云港济源晶体元件有限公司（JYJT） 

ELECTRICAL SPECIFICATIONS FOR 2 x 6mm & 3 x 8mm 

Frequency 30KHz-350KHz ,  

Frequency Tolerance (at 25°C) ±20ppm 

ESR 

32KHz-40KHz: 40Kohm Max 

40KHz-60KHz: 30Kohm Max 

60KHz-70KHz: 25Kohm Max 

70KHz-200KHz: 22Kohm Max 

200KHz-3500KHz: 20Kohm Max 

Turnover Temperature 25 ± 5°C 

Frequency Temperature Curve -0.034(±0.006)ppm/°C² 

Storage Temperature Range -55 °C to +125 °C 

Operable Temperature Range -10 °C to + 60 °C,-20+70’C,-40+85’C 

Shunt Capacitance (C0) 2.0pF Typ 

Dynamic Capacitance (C1) 4.0pF Typ 

Driver Level (Typical)  1 µW Max 

Load Capacitance(CL) 12.5pF, 

Aging @25°C 1
st
 year (Max)  ±3ppm/year 

REMARK: SPECIFICATIONS SUBJECT TO CHANGE WITHOUT PRIOR NOTICE. PLEASE C

ONFIRM WITH OUR SALES ENGINEER. 

Frequency VS Temperature Curve 

 

ELECTRICAL SPECIFICATIONS FOR 3 x 9mm & 3 x 10mm 
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Frequency 

Tolerance 
+/-15ppm, +/-30ppm , +/-50ppm, or specify 

ESR (ohm) 180 150 120 100 80 70 60 50 40 

Load 

Capacitance 
12/16/18/20/32pF 

Drive Level 10~100 uW 

Frequency 

Stability over 

Operating 

Temperature 

+/-15ppm, +/-30ppm , +/-50ppm, or specify 

Shunt 

Capacitance 
5pF Max 

Aging +/-5ppm/year 

Insulation 

Resistance 
500Mohm Min (DC 100V) 

Operating 

Temperature 
-10’C ~ +60’C / -20’C ~ +70’C 

Storage 

Temperature 
-30’C ~ +85‘C 

PACKING AND DIMENSIONS 

Dimensions (Unit: mm)   

 

连云港济源晶体元件有限公司（JYJT） 

联系人： 朱侠蓉    电话：0518-87612002 /87615384   

传真：0518-87615003 手机：15062975197   QQ：923615399 

MODEL A B C D E 

 2×6mm 6.3 1.95 0.7 7.0 0.2 

 3×8mm 8.3 3.1 1.1 10.0 0.3 

 3×9mm 9.3 3.1 1.1 10.0 0.3 

  3x10mm 10.1 3.1 1.1 10.0 0.3 


